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Goulds Water Technology

Wastewater
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Note: Repair Motor List Prices are in the "K", "L" and Numeric Repair Part Price Book.

4K432 OIL SPECIFICATION:
5 gallon can of ASTM 150 Turbine Oil

COMPARABLE BRAND NAMES:

Sunoco Sunvis 932

Mobil DTE Light

Texaco Regal R&O 32

Shell Turbo 32

Gulf Harmony 32

Amoco Am. Industries Oil 32
Exxon Nuto 32

Chevron GST 32
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Goulds Water Technology

Wastewater
MODEL ST31/51/71
Item Part Name Description Part No.
3 HP Motor Assembly - 115 Volt | Motor, Seal Housing, 15K88
1 2 HP Motor Assembly - 115 Volt | Receptacle, Jam Nut, O-Ring, 15K89
% HP Motor Assembly - 115 Volt | Mechanical Seal, Impeller 15K90
2 Base Assembly Base, Gasket, Screws 15K27
10' Cord Set with 5-15P Nema Plug
, Cord Set - 115 Volt (used with piggyback float) 9K587
20' Cord Set with 5-15P Nema Plug
Cord Set - 115 Volt (used with piggyback float) 9K588
4 Cord Set- 115 Volt 10' Pumpmaster with bracket-cord 9K593
and float assembly
5 Cord Set- 115 Volt 10' Verticalmaster with bracket-cord 9K586
and float assembly

*Pumps with cords before 2/1/12 can not be repaired.
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Wastewater

ALL MODELS PE AND ST51/71

Goulds Water Technology

Item No. | Part Name Description After 2/1/12 Part No.
1/3 HP Motor Assembly - 115V 15K88
4/10 HP Motor Assembly - 115V 15K89
Motor, Seal Housing, R tacle, Jam Nut,
1 1/2 HP Motor Assembly - 115V oo >eal ousing, eceptace, Jam AU 15K90
O-ring, Mechanical Seal, Impeller
4/10 HP Motor Assembly - 230V 15K93
1/2 HP Motor Assembly - 230V 15K94
2 Base Assembly Base, Gasket, Screws 15K27
3 10" Manual - 115V with 5-15P Nema Plug 9K587
4 20" Manual - 115V with 5-15P Nema Plug - Standard 9K588
5 Cord Set- 115V 30" Manual - 115V with 5-15P Nema Plug 9K595
6 50' Manual - 115V with 5-15P Nema Plug 9K590
30' Pumpmaster - 115V with 5-15P Nema Plug 9K594
- 20" Manual - 230V with 6-15P Nema Plug - Standard 9K591
Cord Set - 230V
- 30" Manual - 230V with 6-15P Nema Plug 9K592
10" Pumpmaster with Hardware - 115V, 13A A2D11
- Float Switch - 115V 20' Pumpmaster with Hardware - 115V, 13A A2D31
30" Pumpmaster with Hardware - 115V, 13A A2D51
20" Pumpmaster with Hardware - 230V, 13A A2D32
- Float Switch - 230V
30" Pumpmaster with Hardware - 230V, 13A A2D52

*Pumps with cords before 2/1/12 can not be repaired.
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Wastewater

MODEL 3871 - EPO4/EPOS Series

33—

Goulds Water Technology

—7

ltem . . aty. Before | After
No. Part Description Material Req. 2/112 | 2/1/12
Part No. | Part No.
10' Cord Set with Plug - 115V 9K207 9K531
10' Cord Set with Plug - 230V 9K208 | 9K532
1 |20' Cord Set with Plug- 115V SJTOW-16/3 1 9K533 9K533
20" Cord Set with Plug - 230V 9K210 | 9K534
30' Cord Set with Plug - 115 V* 9K403 9K536
2* below | Strain Relief Assembly, Cord Set | Varies 1 5K113  [not needed
3* below | Gland Nut Housing Thermoplastic 1 | 9K226 |notneeded
2 |O-ring - gland nut housing Buna-N, AS 568A-024 5K197 | 5K197
3 [Fillister Head Screw - Motor Cover | AISI 300 SS 4 | 13K347 | 13K347
4 |Motor Cover Thermoplastic 1 1K257 | 1K257
5 |Qil Plug Grommet Buna-N 1 6K87 6K87
6 |O-ring - Motor Cover Buna-N, AS 568A-161 1 5K196 5K196
Motor Assembly - 115V, 4/10 HP 1K282 | 1K282
7 Motor Assembly - 230V, 4/10 HP Varies 1 1K283 | 1K283
Motor Assembly - 115V, 1/2 HP 1K284 | 1K284
Motor Assembly - 230V, 1/2 HP 1K285 | 1K285
8A  |Stationery Mechanical Seal Assembly Carbon/Ceramic 1 10632 | 10632
8B | Rotary Mechanical Seal Assembly
9 |Fillister Head Screw - Casing AISI 300 SS 4| 13K347 | 13K347
10 |Casing Thermoplastic 1 1K233 | 1K233
1 Impeller - (EPO4 - 4/10 HP) Thermoplastic 1 2K498 2K498
Impeller - (EPO5 - 1/2 HP) 2K731 2K731
12 |Thread Forming Screw AISI 300 SS 10 | 13K243 | 13K243
13 |Base Thermoplastic 1 1K258 | 1K258
w [l sl [ |
15 | Gasket - Motor Adapter Composite 1 | 5K182 | 5K182
16 | Gasket- Casing Composite 1 5K219 5K219
17 |Strainer Thermoplastic 1 | 4K528 | 4K528

Item No. 7 includes motor adapter, rotor, stator, tolerance ring, ground
wire and ground screw.

! 4/10 HP -
1/2 HP -
15
\
| 10
i
11
16
N 13
| 17

1 quart of insulating oil required.
.85 quarts of insulating oil required.

* Not needed after 2/1/2012.

NOTE: Pump with cord sets
previous to 2/1/2012 can not be
repaired after 2/1/2012.
NOTE: After 5/11, new cord
design eliminates gland as
seperate component.
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Goulds Water Technology

Wastewater
MODEL PS41, 51
e Pt ame | Shearii2

4/10 HP Motor Assembly - 115V 15K30 15K91

1 1/2 HP Motor Assembly - 115V Motor, Seal Housing, Receptacle, Jam Nut, 15K31 15K92

4/10 HP Motor Assembly - 230V 0-ring, Mechanical Seal, Impeller 15K47 15K95

1/2 HP Motor Assembly - 230V 15K48 15K96

2 Base Assembly Base, Gasket, Screws 15K39 15K39

3 10" Manual - 115V with 5-15P Nema Plug 9K372 9K587

4 20" Manual - 115V with 5-15P Nema Plug - Standard 9K375 9K588

5 Cord Set- 115V 30" Manual - 115V with 5-15P Nema Plug 9K380 9K595

50' Manual - 115V with 5-15P Nema Plug 9K377 9K590

6 30" Pumpmaster - 115V with 5-15P Nema Plug 9K446 9K594

- 20" Manual - 230V with 6-15P Nema Plug - Standard 9K421 9K591

- Cord Set- 230V 30" Manual - 230V with 6-15P Nema Plug 9K422 9K592

10" Pumpmaster with Hardware - 115V, 13A A2D11 A2D11

- Float Switch - 115V 20' Pumpmaster with Hardware - 115V, 13A A2D31 A2D31

30' Pumpmaster with Hardware - 115V, 13A A2D51 A2D51

B . 20' Pumpmaster with Hardware - 230V, 13A A2D32 A2D32

Float Switch - 230 30" Pumpmaster with Hardware - 230V, 13A A2D52 A2D52

s

——
[ s
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Wastewater

MODEL PV51 - Vortex

Goulds Water Technology

g | Pt ame | Sz

"2 HP Motor Assembly - 115V 15K58 15K102

1 Y2 HP Motor Assembly - 230V Motor, Seal Housing, Receptacle, Jam Nut, 15K59 15K104
4/10 HP Motor Assembly - 115V 0-Ring, Mechanical Seal, Impeller 15K101

“110 HP Motor Assembly - 230V 15K103

2 Base Assembly Base, Gasket, Screws 15K57 15K57
3 10" Manual - 115V with 5-15P Nema Plug 9K372 9K587
4 20' Manual - 115V with 5-15P Nema Plug - Standard 9K375 9K588
5 Cord Set- 115V 30" Manual - 115V with 5-15P Nema Plug 9K380 9K595
6 50' Manual - 115V with 5-15P Nema Plug 9K377 9K590
7 30" Pumpmaster - 115V with 5-15P Nema Plug 9K446 9K594
8 20' Manual - 230V with 6-15P Nema Plug - Standard 9K421 9K591
9 Cord Set- 230V 30" Manual - 230V with 6-15P Nema Plug 9K422 9K592
10" Pumpmaster with Hardware - 115V, 13A A2D11 A2D11

10 Float Switch - 115V 20' Pumpmaster with Hardware - 115V, 13A A2D31 A2D31
30' Pumpmaster with Hardware - 115V, 13A A2D51 A2D51

T Float Switch - 230V 20' Pumpmaster with Hardware - 230V, 13A A2D32 A2D32
30" Pumpmaster with Hardware - 230V, 13A A2D52 A2D52

\
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i
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Goulds Water Technology

Wastewater

MODEL 3872 - WWO05 Series

S ttem | o . . aty. Before | After
S No art Description Material Req. 2/1712 | 2/1/12
Part No. | Part No.
== 10' Cord Set with Plug - 115V 9K207 | 9KS31
— ] 10" Cord Set with Plug - 230V SITOW-16/3 1| 9K208 | 9K532
= 20' Cord Setwith Plug- 115V 9K533 | 9K533
20' Cord Set with Plug - 230V 9K210 | 9K534
2* below | Strain Relief Assembly, Cord Set | Varies 1 5K113  [not needed
3* below | Gland Nut Housing Thermoplastic 1 | 9K226 |notneeded
2 | O-ring - gland nut housing Buna-N, AS 568A-024 5K197 | 5K197
3| Fillister Head Screw - Motor Cover | AlSI 300 SS 4 | 13K347 | 13K347
1 4| Motor Cover Thermoplastic 1 1K257 | 1K257
5 | Oil Plug Grommet Buna-N 1 6K87 6K87
6 0-ring - Motor Cover Buna-N, AS 568A-161 1 5K196 5K196
7 Motor Assembly - 115V, 1/2 HP Varies 1 1K284 | 1K284
Motor Assembly - 230V, 1/2 HP 1K285 | 1K285
4 g 8A | Stationery Mec‘hanical Seal Assembly Carbon/Ceramic . 10632 | 10632
8B |Rotary Mechanical Seal Assembly
9 Fillister Head Screw - Casing AISI 300 SS 4 | 13K347 | 13K347
QILLEVEL 10 | Casing Thermoplastic 1 K274 | 1K274
- 11 | Impeller Thermoplastic 1| 2K494 | 2K494
3 12 | Thread Forming Screw AISI 300 SS 10 | 13K243 | 13K243
13 | Base Thermoplastic 1 1K275 | 1K275
! W ( — ) “““ 1 lsréseu::)ttlg ?)r? Il:ldex page L#rsti\llln%%ll - | e aKas2
b o %7 — |l 15 | Gasket- Motor Adapter Composite 1] 5K182 | 5K182
= 16 | Gasket- Casing Composite 1 5K217 5K217

Sar
)

16
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Item No. 7 includes motor adapter, rotor, stator, tolerance ring, ground
wire and ground screw.

Mm 1/2HP - .85 quarts of insulating oil required.

* Not needed after 2/1/2012.

NOTE: Pump with cord sets
previous to 2/1/2012 can not be
repaired after 2/1/2012.

NOTE: After 5/11, new cord
design eliminates gland as
seperate component.




Goulds Water Technology

Wastewater
MODEL 1/2DM, 1/2DV
Item L. Repair Parts Order Number
Part Description
Number Y2 HP ¥% HP 1 HP 1%2 HP
1 Base Package (Suction Flange, Feet, Screws) 1501 1512
) DV Impeller Package (Impeller, Screw, Key, V-Ring) 1513 1514 1515 15L6
DM Impeller Package (Impeller, Screw, Key, V-Ring) 1517 1518 1519 15110
3 Pump Seal Package (V-Ring, Mechanical Seal, O-Rings) 15L11
Cord / Handle / Capacitor Box Assembly 115V, Single Phase 15160 N/A
4* 230V, Single Phase 1561 N/A
Cord / Handle Assembly
230/460V, Three Phase 15162
5 Capacitor Box / Cord Assembly 15151 N/A | 15L57* N/A
115V, Single Phase 91122 N/A
6 Capacitor - pumps built after June, 2002
230V, Single Phase 9L113 91123 | 9L124 N/A

* After 11/04 - cord/handle/capacitor box assembly is not available for units built prior to 11/04
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Goulds Water Technology

Wastewater
MODEL 1DW
Item L. Repair Parts Order Number
Part Description
Number %»HP | %HP | 1HP | 1%HP
1 Strainer Package (Suction Flange and Strainer) 15117
2 Impeller Package (Impeller, Screw, Key, V-Ring) 159 | so | st | 15122
3 Pump Seal Package (V-Ring, Mechanical Seal, O-Rings) 15123
115V, Single Phase 15154 | N/A
Cord / Handle / Capacitor Box Assembly
4 230V, Single Phase 15155 | N/A
Cord / Handle Assembly 230/460V, Three Phase 15156
5 Capacitor Box / Cord Assembly 15151 | 15116 | N/A
115V, Single Phase 9L117 N/A
6 Capacitor - pumps built after June, 2002 -
230V, Single Phase 9L113 gl23 | o4 | N

Capacitors not available for pumps before June, 2002.
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Wastewater
MODEL 2DW
2
1
3 ps
14\ 4
e "] 5
{ /-
13 —]
T E
—
= 6
12 7
10 8
9

11

Goulds Water Technology

. Repair Part
Item No. Part Description I?e ua;:'etyj Order No.
q After 8/05
1 Discharge Connection Kit 6K173
) Cordset - 1 Phase, 115V 9K598
Cordset - 1 Phase, 230V 9K599
3 Handle / Cover -
4 Bearing - Upper -
5 Casing -
6 Bearing - Lower ! -
7 Mechanical Seal - Lower -
8 Mechanical Seal - Upper -
9 Impeller -
10 Diffuser -
11 Strainer -
12 Plug - Oil -
13 Motor -
Kits Kit
Impeller - V2 HP | Impeller, Impeller Screw, 15K97
Protective Plug, Washer,
Impeller - 1 HP | Assembly Instructions 15K98
Diffuser Diffuser, Screws, Washers, 15K99
Assembly Instruction
Mechanical Mechanical Face-Seal Unit, 15K14
Seal - Lower | Assembly Instruction 1
Mechanical
Seal - Upper | Complete Mechanical Seal Kit 15K41
and Lower
Ball Bearing )
Kit Upper and Lower Ball Bearings 15K42
O-Ring Kit | -\ Jlete O-Ring Set 15K100

(Complete Set)
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Wastewater

MODEL 3885 - WE SERIES

CAPACITOR DATA

VAC

110

370
220

MFD

161193

30
200/240

9K197
9K351
9K352

Y

§\\\
NN

N\

N

100
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Wastewater

MODEL 3885 - WE SERIES

Goulds Water Technology

ltem o . aty. Repair Parts Order Number Max.
No. | Part Description Material Reqd./1725 RPM 3450 RPM Wt.
%HP | %HP | %HP | 1HP | 1%nP | 2mp | (lbs)
100 Casing - sHP "L" Model Only 59115 Cast Iron 1 1K171 N/A 130
Casing - All Others (M, H, HH) 59114 1K170
Impeller CastIron 2K158 | 2K220 | 2K219 | 2K218 | 2K217 | 2K840 2.0
101 Impeller Bronze 1 2K271 2K272 2K273 2K274 2K275 2K841 2%
Impeller - High Head "HH" Cast Iron N/A 2K225 N/A N/A 2K221 N/A 3%
Impeller - High Head "HH" Bronze N/A 2K276 N/A N/A 2K277 N/A 4.0
112A | Lower Ball Bearing Steel 1 4K132 4K384 -
112B | Upper Ball Bearing Steel 1 4K132 -
218 | Insulating Turbine Oil ASTM150 4K432 (1 gallon 5-1% HP, .88 gallons 2 HP) 7" Ibs.gal.
304 | Impeller Locknut - All AISI 300 SS 1 13K286 -
1 Phase, 115V 118-121R | 118-1222R N/A N/A N/A N/A
1 Phase, 208V . 118-1215R | 118-1236R | 118-1236R | 118-1238R | 118-1238R N/A
1 Phase, 230V MotorWIth 118-122R | 118-1223R | 118-1232R [ 118-1233R [ 118-1234R | 120-845R 130
338 | Motor Stainless Steel 1 to
3 Phase, 200V Shaft N/A 118-1333R [ 118-1334R [ 118-1335R [ 118-1336R | 120-8425R 20
3 Phase, 230/460V N/A 118-1321R [ 118-1322R [ 118-1323R | 118-1324R | 120-8425R
3 Phase, 575V N/A 118-1328R [ 118-1330R [ 118-1330R | 118-1331R | 120-8435R
340 | Seal/Bearing Housing Cast Iron 1 1K167 1K332 10.0
Rz Motor Cover 1 Phase CastIron 1 1K207 1k208 23.0
3 Phase N/A 1K208
351 Casing Gasket - All Except "HH" Composite 1 5K170 -
Shim Set - "HH" Models Only Plastic 1 5K169 -
358E | Plug - Motor Cover %" NPT AISI 300 SS 1 6K169 -
371C | Skt. Hd. Screw - Housing to Motor Cover AISI 300 SS 4 13K271 -
372D | Hex Cap Screw - Housing to Casing AISI 300 SS 4 13K186 -
376 | Capacitor (1 Phase Only) Start Varies 1 K197 o352 )
Run N/A 9K351
387 Mechanical Seal - Standard Silicon Carbide 1 10K120 10K119 -
Mechanical Seal - Optional Tungsten Carbide 1 10K122 10K123 -
412M | O-ring - Motor Cover BUNA-N,AS568A-166 | 1 4K252 -
436 | Motor Start Switch (1 Phase Only) 1 629002-2 9K356
457 Wire Nut 1 Phase Special ' 2 N/A 9K145 -
(Power Cable) 3 Phase Nylon Housing — uptos| N/A | 9K145 -
458 | Handle Assembly AISI 300 SS 1 4K243 -
4848 Strain Relief Assembly 1 Phase Varies 1 5K113 5K111 -
(Power Cable) 3 Phase 1 NA | 5K111 -
Loctite #271 - Impeller / Nut 1 AL27121 -
Item No. 456, Power Cables I\wg ;?z: Standa;gllength ::)?tlon:_:;eng‘t::o. (Ibs‘g;. ft)
1 PH: 5 HP, 115 V; standard with plug, optional length cords have bare leads. SJTOW - 16/3 9K165 9K214 | 9K215 | N/A 0.5
1 PH: %2 HP, 115 V; standard with plug, optional length cords have bare leads. STOW - 14/3 9K385-SJTOW | 9K216* | 9K161*| 9K217* 0.9
1PH: %3& %2 HP, 208 & 230 V; standard with plug, opt. length cords have bare leads. SJTOW - 16/3 9K164 9K214 | 9K215 | N/A 0.5
1PH: % & 1 HP, 208 & 230 V; standard with plug, opt. length cords have bare leads. STOW - 14/3 9K444 - SJTOW | 9K216* | 9K161*| 9K217* 0.9
1 PH: 1% HP, 208 & 230 V with bare leads. STOW - 14/3 9K163 9K216* | 9K161* | 9K217* 0.9
1 PH: 2 HP, 230 V with bare leads. STOW-14/3 9K266 9K267 | 9K268 | 9K269 0.9
3 PH: %2 - 2 HP, 200-230/460/575 V with bare leads. STOW - 14/4 9K153 9K218 | 9K154 | 9K219 1.1

* Requires 5K111 Strain Relief Assembly and 1K208 Motor Cover.
"P" option -9K445 1PH, 208/230V, 14/3 SITOW Cord with Plug, 30 ft.
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Goulds Water Technology

Wastewater
MODEL 2ED
CAPACITOR DATA
"K" no. MFD VAC
9K197 161193 110

338

112A
1128 (Upper)

387

%
i
=
oz

Sm——
[ | Y

Item No. 456, Power Cables I\‘\II\'I,Z ginz(: Standa‘;g'length 3o°IPt'°"35|(|)-Ie“ 9‘:‘ :)0' (Ibs‘x;. ft.)
1 PH: 3HP, 115V, standard with plug, optional lengths have bare leads. SJTOW - 16/3 9K165 9K214 | 9K215 | N/A 0.5
1 PH: %2 HP, 115 V; standard with plug, optional lengths have bare leads. STOW - 14/3 9K385-SJTOW | 9K216* | 9K161*| 9K217* 0.9
1PH: %5 & "2 HP, 208 & 230V; standard with plug, opt. lengths have bare leads. SJTOW - 16/3 9K164 9K214 | 9K215 | N/A 0.5
1 PH: % - 172 HP, 208 & 230 V with bare leads. STOW-14/3 9K163 9K216 | 9K161 | 9K217 0.9
3 PH: %2- 1% HP, 200-230/460/575 V with bare leads. STOW - 14/4 9K153 9K218 | 9K154 | 9K219 1.1
Item No. 455A, Sensor Cables

Mechanical Seal Sensor - Standard for All Models SJTOW - 16/2 9K189 9K220 | 9K221 | 9K222 0.5
Mechanical Seal/Heat Sensor - Optional for 3-Phase Models SJTOW - 18/4 9K237 9K238 | 9K239 | 9K240 0.5

* Requires 5K111 Strain Relief Assembly and 1K208 Motor Cover.
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Goulds Water Technology

Wastewater
MODEL 2ED (Dual Seal)
ltem aty. Repair Parts Order Number Max.
No. | PartDescription Material Reqd/ 1725 RPM 3450 RPM Wt.
5 HP %HP | %HP | 1HP 1%HP | (lbs.)
100 Casing - "F" Model Only (8th Digit) Cast Iron 1 1K171 N/A 13.0
Casing - All Others N/A 1K170
Impeller - Standard Cast Iron 2K158 2K220 2K219 2K218 2K217 40
Model Number (8th Digit) = Diameter E, F=5%" D =3%" C=4%," B=4%" A=4%,"
Impeller - Standard Bronze 2K271 2K272 2K273 2K274 2K275 25
101 IModel: Nunljlberr] (:tthigit) = Diameter 1 E F=5%" D2=K;2"/;b" C=4%" B = 47" A2=K;1;/115"
mpeller - High Hea
MoF:ieI Numbger(Bth Digit) = Diameter Castlron N/A H = 37" NIA NIA Gosnr |
Impeller - High Head 2K276 2K277
Mo[;el Numb%r(8th Digit) = Diameter Bronze N/A H=3%4" NIA NIA G=5%" 40
112A | Lower Ball Bearing Steel 1 4K132 -
112B | Upper Ball Bearing Steel 1 4K132 -
184 | Seal Housing Cast Iron 1 1K229 9.5
Insulating O|I‘— Gallons ReqU|r§d Turbine Oil - 4K432 71,
218 | Gallons Requ!red !n Seal Housing ASTM150 - 0.10 Ibs fgal.
Gallons Required in Motor Cover 1.0
246 | Seal Sensor - Plug and Rod Nylon/Brass 1 9K191 -
304 | Impeller Locknut - All AISI300 SS 1 13K286 -
1 Phase, 115V 119-493R | 119-4931R N/A
1 Phase, 208V 119-49815R | 119-4992R | 119-4992R | 119-4994R | 119-4994R 13.0
338 | Motor 1 Phase, 230V Stainless Steel 1 119-494R | 119-4932R | 119-4934R | 119-4934R | 119-4935R to
3 Phase, 200V Shaft N/A 119-4971R | 119-4973R | 119-4973R | 119-4974R 2.0
3 Phase, 230/460V N/A 119-4941R | 119-4943R | 119-4943R | 119-4944R
3 Phase, 575V N/A 119-4951R | 119-4954R | 119-4954R | 119-4954R
340 | Bearing Housing Cast Iron 1 1K228 10.0
1 Phase 1K230 1K231
3| Motor Cover e Castlron ! N/A K231 20
351 Casing Gasket Composite 1 5K170 -
Shim Set - "High Head" Models Only Plastic 1 5K169 -
352 | Skt. Hd. Screw - Seal Housing to Motor Cover AISI 300 SS 2 13K219 -
358 | Plug - Seal Housing %" NPT AISI300 SS 1 6K168 -
358E | Plug - Motor Cover %" NPT AISI 300 SS 1 6K169 -
361 Retaining Ring AISI 300 SS 1 4K375 -
361D | Seal Retainer AISI 300 SS 1 4K379 -
371C | Skt.Hd. Screw - Bearing Housing to Motor Cover AISI 300 SS 2 13K271 -
372D | Hex Cap Screw - Housing to Casing AISI 300 SS 4 13K222 -
376 | Capacitor (1 Phase Only)-Start - 1 9K197 -
383 | Mechanical Seal - Upper Carbon/Ceramic 1 10K121 (Type 16) -
387 Mechanical Seal - Lower (Standard) Silicon Carbon 1 10K120 (Type 16) -
Mechanical Seal - Lower (Optional) Tungsten Carbon 1 10K122 (Type 16) -
412M | O-ring - Motor Cover BUNA-N,AS568A-166 | 1 4K252 -
412P | O-ring - Seal/Bearing Housing BUNA-N,AS 568A-163 | 1 5K181
Power Cable - 1 Phase Spedial N/A None Required -
457 | Wire Nut | Power Cable - 3 Phase Nylon Housing 1 pkg. N/A 9K145 (package of 8) -
Seal/Heat Cable - Opt. 3 Phase Only 1 pkg. 9K145 (package of 8) -
458 | Handle Assembly AISI 300 SS 1 4K243 -
484 | Strain Relief Assembly, Sensor Cable Varies 1 5K113 -
4848 Strain Relief Assembly | 1 Phase Varies 1 5K113 | 5K111 -
(Power Cable) 3 Phase 1 NA 5K111 -
Heat Sensor Kit (Optional) - 1 9K261 -
Seal Installation Tool - 1 A02A013 -
Loctite #271 - 1 AL27121 -
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Goulds Water Technology

Wastewater

MODELS 3886, 3887 (WS_B, WS_BF, WS_BHF)

1 F s
% 4848 GROUP
——
—7
9
/
376 %
% 457
Z =il
ﬁ —//_ALM 7
; © N
/ i 4
]
£
P
33Hg i CAPACITOR DATA
‘e /| |Capacitor/Switch| Used On MFD | VAC
341 et ] Part No.
T 7 9K197 Al WS, WT % -1 hp 1611193 | 110
9K235 All WS, WT %4 -1 hp 1891227 110
9K351 All WS, WT2 hp Run 30 370
9K356 All WS, WT 2 hp Switch - -
9K352 All WS, WT 2 hp Start 200/240 | 220
9K495 after7/1/07 | WS, WT 1%z hp Start Cap 275 125
9K496 after 7/1/07 WS, WT 1% hp Switch - -
Note: Model 3886 casing is threaded 2" NPT
— 412M and therefore does not require some of the
diagramed parts.
r'\"l"r'1
T T 37
4E]
371C % %
| 528
e
] . _:—:ff_,_,— 351A
AR o
; S R
EE_,-/-”F 304 357
Tt T
vu4i 358E - Pipe Plug Not Shown
S 1750 RPM - Open Impeller
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Goulds Water Technology

Wastewater

MODEL 3886 (WS_B)

ltem . ) aty Repair Parts Order Number Max.
No. | PartDescription Material Req 1725 RPM Wt.
% HP [ 2 HP [ % HP [ 1HP (Ibs.)
100 | Casing Cast Iron 1 1K168 16.5
101 Impeller Cast Iron 1 2K268 2K239 2K240 2K241 3.0
Impeller Bronze 1 2K279 2K280 2K281 2K282 35
112A | Lower Ball Bearing Steel 1 4K132 -
112B | Upper Ball Bearing Steel 1 4K132 -
218 | Insulating Turbine Oil ASTM150 - 4K432 (1 gallon %5 - THP) 7.51bs./gal.
304 | Impeller Locknut-All AISI 300 SS 1 13K286 -
Motor - 1 Phase, 115V 118-121R 118-123R N/A N/A
Motor - 1 Phase, 208V Motor with 118-1215R 118-1215R 118-1217R 118-1217R 13.0
398 Motor - 1 Phase, 230V Stainless Steel : 118-122R 118-124R 118-1212R 118-1213R to
Motor - 3 Phase, 200 V Shaft N/A 118-1314R 118-1316R 118-1316R 240
Motor - 3 Phase, 230/460 V N/A 118-132R 118-134R 118-134R
Motor - 3 Phase, 575V N/A 118-139R 118-1311R 118-1311R
340 | Seal / Bearing Housing Cast Iron 1 1K167 10.0
341 Motor Cover - 1 Phase Cast Iron 1 1K207 200
Motor Cover - 3 Phase 1K208
351 | Casing Gasket Composite 1 5K170 -
358E | Plug - Motor Cover %" NPT AISI 300 SS 1 6K169 -
371¢ | - Hd. Srew -Housing to ASI3005S | 4 13K271 -
372D | Hex Cap Screw - Housing to Casing AISI300 SS 4 13K186 -
376 | Capacitor (1 Phase only) Start Varies 1 9K197 9K235 -
387 Mechanical Seal - Standard Silicon Carbide 1 10K120 -
Mechanical Seal - Optional Tungsten Carbide 1 10K122 -
412M | O-ring - Motor Cover BUNA-N,AS568A-166 | 1 4K252 -
457 Wire Nut 1 Phase Special ‘ - N/A -
(Power Cable) 3Phase|  Nylon Housing uptody N/A | 9K145 -
458 | Handle Assembly AISI300 SS 1 4K243 -
1848 Strain Relief Assembly 1 Phase Varies 1 5K113 B
(Power Cable) 3 Phase N/A | 5K111
Loctite #271 - 1 AL27121 -
Item No. 456, Power Cables Type and Standard length Optional Lengths Wt.
AWG Size 20' 30' 50' 100" |(lbs./5 ft.)
1 PH: % HP, 115 V; standard with plug, optional length cords have bare leads. SJTOW - 16/3 9K165 9K214 | 9K215 | N/A 0.5
1 PH: %2 HP, 115 V; standard with plug, optional length cords have bare leads. STOW - 14/3 9K385-SJTOW | 9K216* | 9K161* | 9K217*| 0.9
1PH: Ysand "2 HP, 208 & 230 V; standard with plug, opt. length cords have bare leads. SJTOW - 16/3 9K164 9K214 | 9K215 | N/A 0.5
1PH: % & 1 HP, 208 & 230 V; standard with plug, opt. length cords have bare leads. STOW - 14/3 9K444 - SJTOW 9K216* | 9K161* | 9K217* 0.9
3 PH: %2 - 1 HP, 200-230/460/575 V with bare leads. STOW - 14/4 9K153 9K218 | 9K154 | 9K219 1.1

* Requires 5K111 Strain Relief Assembly and 1K208 Motor Cover.
"P" option -9K445 1PH, 208/230V, 14/3 SITOW Cord with Plug, 30 ft.

PAGE 17



Wastewater

MODEL 3887 (WS_BF)

Goulds Water Technology

ftom o ] aty) Repair Parts Order Number Max.
No. | PartDescription Material Req 1725 RPM Wt.
7 HP | 2 HP | % HP | 1HP (Ibs.)
100 | Casing Cast Iron 1 1K178 16.5
101 Impeller Cast Iron 1 2K268 2K239 2K240 2K241 3.0
Impeller Bronze 1 2K279 2K280 2K281 2K282 3.5
112A | Lower Ball Bearing Steel 1 4K132 -
112B | Upper Ball Bearing Steel 1 4K132 -
195¢ Discharge Flange (2" NPTSTD.) Cast Iron 1 6K76 15
Discharge Flange (3" NPT OPT.) A1-3
218 | Insulating Turbine Oil ASTM150 1 4K432 (1.0 gallons, 1/3 - 1 HP) 7.5Ibs./gal.
304 | Impeller Locknut-All AISI 300 SS 1 13K286 -
Motor - 1 Phase, 115V 118-121R 118-123R N/A N/A
Motor - 1 Phase, 208V . 118-1215R 118-1215R 118-1217R 118-1217R
Motor with 13.0
138 Motor - 1 Phase, 230V Stainless Steel ' 118-122R 118-124R 118-1212R 118-1213R o
Motor - 3 Phase, 200 V Shaft N/A 118-1314R 118-1316R 118-1316R 20.0
Motor - 3 Phase, 230/460 V N/A 118-132R 118-134R 118-134R ’
Motor - 3 Phase, 575V N/A 118-139R 118-1311R 118-1311R
340 | Seal / Bearing Housing Cast Iron 1 1K167 10.0
341 Motor Cover - 1 Phase Cast Iron 1 1K207 200
Motor Cover - 3 Phase 1K208
351 | Casing Gasket Composite 1 5K170 -
357A | Discharge Flange Gasket Composite 1 5K150 -
357 | Hex Nut - Discharge Flange AISI 300 SS 2 13K99
358E | Plug - Motor Cover %" NPT AISI 300 SS 1 6K169 -
371¢ | ok e, Screw - Housing to ASI300SS | 4 13K271 -
371H | Hex Cap Screw - Discharge Flange AISI 300 SS 2 13K153 -
372D | Hex Screw - Housing to Casing AISI 300 SS 4 13K186 -
376 | Capacitor (1 Phase Only) Start Varies 1 9K197 9K235 -
387 Mechanical Seal - Standard Silicon Carbide 1 10K120 -
Mechanical Seal - Optional Tungsten Carbide 1 10K122 -
412M | O-Ring - Motor Cover Buna-N,AS 568A-166 | 1 4K252 -
457 | Wire Nut, Power Cable, 3 Phase Special Nylon Housing |Upto6 N/A | 9K145 -
458 | Handle Assembly AISI 300 SS 1 4K243 -
o e ; E: s 1 N/A | - 5K111 )
528 | Washer - Discharge Flange AISI 300 SS 2 13K82 -
Loctite #271 - 1 AL27121 -
Item No. 456, Power Cables Type and Standard length Optional Lengths Wt.
AWG Size 20" 30" 50' | 100' |(Ibs./5 ft.)
1PH: %5 HP, 115V, standard with plug, optional length cords have bare leads. SJTOW - 16/3 9K165 9K214 | 9K215 | N/A 0.5
1PH: %2 HP, 115 V; standard with plug, optional length cords have bare leads. STOW-14/3 9K385-SJTOW | 9K216* |9K161* | 9K217*| 0.9
1PH: %5 &2 HP, 208 & 230 V; standard with plug, optional length cords have bare leads. SJTOW-16/3 9K164 9K214 | 9K215 | N/A 0.5
1PH: % & 1 HP, 208 & 230 V; standard with plug, optional length cords have bare leads. STOW - 14/3 9K444 - SITOW 9K216* [ 9K161* | 9K217* 0.9
3 PH: %2 - 1 HP, 200-230/460/575 V with bare leads. STOW - 14/4 9K153 9K218 | 9K154 | 9K219 1.1

* Requires 5K111 Strain Relief Assembly and 1K208 Motor Cover.
"P" option -9K445 1PH, 208/230 V, 14/3 SUTOW Cord with Plug, 30 ft.
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Wastewater

MODEL 3887 (WS_BHF)

Goulds Water Technology

ltem o ) oty. Repair Parts Order Number Max.
No. | PartDescription Material Req 3450 RPM Wt.
1 %HP | %HP | %HP | 1HP [ 1%HP [ 2HP (Ibs.)
100 | Casing Cast Iron 1 1K330 16.5
101 Impeller Cast Iron 1 2K858 2K856 2K854 2K852 2K800 2K798 3.0
Impeller Bronze 1 2K859 2K857 2K855 2K853 2K801 2K799 3.5
112A | Lower Ball Bearing Steel 1 4K132 4K384 -
112B | Upper Ball Bearing Steel 1 4K132 -
195C Discharge Flange (2" NPTSTD.) Cast Iron 1 6K76 1.5
Discharge Flange (3" NPT OPT.) Cast Iron 1 A1-3 1.5
218 | Insulating Turbine Qil ASTM150 4K432 (1 gallon -1 HP, .88 gallons 1%, and 2 HP) 7.51bs./gal.
304 | Impeller Locknut-All AISI300 SS 1 13K286 -
Motor - 1 Phase, 115V 118-1222R | 118-1222R N/A N/A N/A N/A
Motor - 1 Phase, 208V 118-1236R | 118-1236R | 118-1236R | 118-1238R N/A N/A
338 Motor - 1 Phase, 230V Stainless Steel 1 | 118-1223R | 118-1223R | 118-1232R | 118-1233R | 120-844R 120-845R 1t30'0
Motor - 3 Phase, 200 V Shaft N/A 118-1333R | 118-1334R | 118-1335R | 120-8425R | 120-8425R 20
Motor - 3 Phase, 230/460 V N/A 118-1321R | 118-1322R | 118-1323R | 120-8425R | 120-8425R
Motor - 3 Phase, 575V N/A 118-1328R | 118-1330R | 118-1330R | 120-8435R | 120-8435R
340 | Seal / Bearing Housing Cast Iron 1 1K167 1K332 10.0
Motor Cover - 1 Phase 1K207 1K208
! Motor Cover - 3 Phase Cestlron 1 1K208 200
351 | Casing Gasket Composite 1 5K170 -
351A | Discharge Flange Gasket Composite 1 5K150 -
357 | Hex Nut - Discharge Flange AISI 300 SS 2 13K99
358E | Plug - Motor Cover %" NPT AISI 300 SS 1 6K169 -
371¢ | o HE.Screw - Housing to ASI300SS | 4 13K271 -
371H | Hex Cap Screw - Discharge Flange AISI 300 SS 2 13K153 -
372D | Hex Cap Screw - Housing to Casing AISI 300 SS 4 13K186 -
387 Mechanical Seal - Standard Silicon Carbide 1 10K120 10K119 -
Mechanical Seal - Optional Tungsten Carbide 1 10K122 10K123 -
412M | O-Ring - Motor Cover BUNA-N,AS568A-166 | 1 4K252 -
457 Wire Nut 1 PH Special_ 2 N/A | 9K145 -
(Power Cable) 3 PH NylonHousing  [ipos|  NA | 9K145 _
458 | Handle Assembly AISI 300 SS 1 4K243 -
1848 Strain Relief Assembly 1PH Varies 1 5K113 | 5K111 )
(Power Cable) 3 PH nA ] 5K111
528 | Washer - Discharge Flange AISI 300 SS 2 13K82 -
Loctite #271 - 1 AL27121 -
ltem No. 456, Power Cables Type and Standard length Optional Lengths Wt.
AWG Size 20" 30' 50" 100" |(lbs./5 ft.)
1PH: 3HP, 115V, standard with plug, optional lengths have bare leads. SJTOW - 16/3 9K165 9K214 | 9K215 | N/A 0.5
1 PH: %2 HP, 115 V; standard with plug, optional lengths have bare leads. STOW - 14/3 9K385-SJTOW | 9K216* |9K161* | 9K217*| 0.9
1 PH: sand "2 HP, 208 & 230 V; standard with plug, optional lengths have bare leads. SJTOW - 16/3 9K164 9K214 | 9K215 | N/A 0.5
1PH: % - 1HP, 208 & 230V, standard with plug, optional lengths have bare leads. STOW - 14/3 9K444 -SJTOW | 9K216* |9K161* | 9K217*| 0.9
1PH: 1% and 2 HP, 230 V with bare leads. STOW - 14/3 9K266 9K267 | 9K268 | 9K269 0.9
3 PH: %2 -2 HP, 200-230/460/575 V with bare leads. STOW - 14/4 9K153 9K218 | 9K154 | 9K219 1.1

* Requires 5K111 Strain Relief Assembly and 1K208 Motor Cover.
"P" option -9K445 1PH, 208/230 V, 14/3 SUTOW Cord with Plug, 30 ft.
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Goulds Water Technology

Wastewater
MODEL 2WD/3WD .
T ! 458
455A Group —3 LEH
CAPACITOR DATA
"K" no. MFD VAC
9K197 1611193 110
9k235 1891227 110

|

w

a1

[ee)

o—

P
|

w
~
T

PREHERIBET — F
AT

1750 RPM - Open Impeller
3500 RPM - Enclosed Impeller

Typeand | Standard length Optional Lengths Wt.
ttem No. 456, Power Cables AWG Size 20 30' | 50' | 100" | (Ibs/5ft)
1 PH: 3HP, 115V, standard with plug, optional lengths have bare leads. SJTOW - 16/3 9K165 9K214 | 9K215 | N/A 0.5
1 PH: %2 HP, 115 V; standard with plug, optional lengths have bare leads. STOW - 14/3 9K385-SJTOW | 9K216* |9K161* | 9K217* 0.9
1PH: %5 & 2 HP, 208 & 230V; standard with plug, opt. lengths have bare leads. SJTOW - 16/3 9K164 9K214 | 9K215 | N/A 0.5
1PH: % -1 HP, 208 & 230V with bare leads. STOW - 14/3 9K163 9K216 | 9K161 | 9K217 0.9
3 PH: %2~ 1 HP, 200-230/460/575 V with bare leads. STOW - 14/4 9K153 9K218 | 9K154 | 9K219 1.1
Item No. 455A, Sensor Cables
Mechanical Seal Sensor - Standard for All Models SJTOW - 16/2 9K189 9K220 | 9K221 | 9K222 0.5
Mechanical Seal/Heat Sensor - Optional for 3-Phase Models SJTOW - 18/4 9K237 9K238 | 9K239 | 9K240 0.5

* Requires 5K111 Strain Relief Assembly and 1K208 Motor Cover.
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Wastewater

MODEL 2WD/3WD (1725 RPM)

Goulds Water Technology

Repair Parts Order Number
I;f:‘ Part Description Material RQ:ZI ° 1725 RPM M(alﬁ’s"’;’t'
" HP | Y2 HP [ % HP [ 1HP
100 | Casing Cast Iron 1 1K178 16.5
. Impeller Cast Iron (N 2w R, Ry 30
Impeller Bronze 1 E2=KZ17‘Z<," SKjie CZEZS%/Z" 82525%/?1" 3.5
112A | Lower Ball Bearing Steel 1 4K132 -
112B | Upper Ball Bearing Steel 1 4K132 -
184 | Seal Housing Cast Iron 1 1K229 9.5
195¢ Discharge Flange - Standard 2" NPT Cast Iron 1 6K76 15
Discharge Flange - Optional 3" NPT A1-3
Insulating Oil - Gallons Required Tutbine Oil - 4K432 75
218 | Gallons Required in Seal Housing ASTM150 - 0.10 Ibs Jgal.
Gallons Required in Motor Cover 1.0
246 | Seal Sensor- Plug and Rod Nylon/Brass 1 9K198 -
304 | Impeller Locknut - All AISI 300 SS 1 13K286 -
Motor - 1 Phase, 115V 119-493R 119-493R N/A N/A
Motor - 1 Phase, 208V 119-4981R 119-4981R 119-4983R 119-4983R 130
138 Motor - 1 Phase, 230V Stainless Steel 1 119-494R 119-494R 119-496R 119-496R to
Motor - 3 Phase, 200V Shaft N/A 119-4961R 119-4963R 119-4963R 240
Motor - 3 Phase, 230/460V N/A 119-4911R 119-4913R 119-4913R
Motor - 3 Phase, 575V N/A 119-4921R 119-4923R 119-4923R
340 | Bearing Housing Cast Iron 1 1K228 10.0
341 | Motor Cover- 1 Phase Castlron 1 1K230 | 1K231 200
Motor Cover - 3 Phase 1K231
351 | Casing Gasket Composite 1 5K170 -
351A | Discharge Flange Gasket Composite 1 5K150 -
352 | Skt.Hd. Screw - Seal Hsg. to Motor Cover AISI 300 SS 2 13K219 -
357 | Hex Nut- Discharge Flange AISI 300 SS 2 13K99 -
358 | Plug - Seal Housing 4" NPT AISI 300 SS 1 6K168 -
358E | Plug - Motor Cover %" NPT AISI 300 SS 1 6K169 -
361 | Retaining Ring AISI 300 SS 1 4K375 -
361D | Seal Retainer AISI 300 SS 1 4K379 -
371C | Skt.Hd. Screw - Brg. Hsg. to Motor Cover AISI 300 SS 2 13K271 -
371H | Hex Cap Screw - Discharge Flange AISI 300 SS 2 13K153 -
372D | Hex Cap Screw - Housing to Casing AISI 300 SS 4 13K222 N
376 | Capacitor (1 Phase only) - Star